
CA PLUS, Inc.                                                                                                                                                Ph. (803) 772-4138 
812 Kingsbridge Road                                                                  Fax: (803) 753-0024 
Columbia, SC  29210                                               E-mail: BBurgi@CA-PLUS.com 
www.CA-PLUS.com       
                                                                                                                                                                                                                                                                                                                                             Issued: 10/2/03 
                                          MATERIAL SAFETY DATA SHEET 

Emergency 24 hour phone number:  Chem-tel (800) 255-3924 
 

CA PLUS Accelerator (liquid) (P/N�s:  00210, 00220, 00820 and 00520) 
 
1.  General Information:  Accelerator, activator for cyanoacrylate adhesives. 
      Hazard Rating:   Health  2    Fire  3    Reactivity  0 
 
2.  Physical Data:    Boiling point                133ºF 
   Specific Gravity  0.79 @ 68ºF 
   Vapor Density  Air = 1   2.00 
   % Volatile   100 
   Freezing Point  -138ºF 
   Vapor Pressure  213 mmHG @ 77F;  56mmHG @23ºF 
   Solubility in Water  Complete 
   Evaporation Rate  11.6  (n-BuAc-1) 
   Appearance and Odor Clear, colorless liquid, pungent odor. 
 
3.  Ingredients:  Acetone    99%     PEL  1000PPM   TLV  750 PPM 
        DMPT        1%  
 
4.  Fire and Explosion Hazard Data:  Flash Point (TCC) 0 Deg F,  (TOC) Autoignition 
      Temp.  1000 Deg. F.  Flammable Limits:  LEL:  2.6   UEL:  13.0.  Extinguishing  
      Media:  CO2, Dry Chemical, Foam, Water Spray/Fog.  Special Fire Fighting  
      Procedures:  Use water spray to cool fire exposed surfaces and to protect personnel. 
      Shut off �fuel� to fire.   If a leak or spill has not ignited, use water spray to disperse  
      the vapors.  Either allow fire to burn under controlled conditions or extinguish with 
      alcohol type foam and dry chemical.  Unusual fire and Explosion Hazards:   
      Extremely flammable, material will readily ignite at ambient temperatures can 
      Release vapors that form flammable mixtures at temperatures at or above the  
      flashpoint. 
 
5. Health Hazard Data:  Permissible Exposure Level:  See Section III.  Effects of over exposure:  

Eye contact � irritating, and will injure eye tissue if not removed 
      Promptly.  Skin contact � frequent or prolonged contact may irritate and cause 
      Dermatitis to people with sensitive skin.  Inhalation � High vapor concentrations 
      are irritating to the eyes and the respiratory tract,  may cause headaches and  
      dizziness, are anesthetic and may have other central nervous system effects. 
      Ingestion � minimal toxicity.  Small amounts or the liquid aspirated into the  
      respiratory system during ingestion, or from vomiting, may cause  
      bronchiopneumonia  or pulmonary edema. 
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      Emergency and First Aid Procedures:   Eye contact � immediately flush eyes with 
      Large amounts of water for at least 15 minutes.  Get prompt medical attention. 
      Skin contact � Immediately flush with large amounts of water, use soap if 
      available.  Remove contaminated clothing, including shoes, after flushing has 
      begun.  Inhalation � Using proper respiratory protection, immediately remove 
      the affected victim from exposure.  Administer artificial respiration if breathing 
      is stopped.  Keep at rest.  Call for prompt medical attention.   Ingestion � First 
      Aid is normally not required. 
 
6.   Reactivity Data:  Stability:  Stable    X    Incompatibility:  Caustics, amines,  
      alkanolamines, aldehydes, ammonia, strong oxidizing agents and chlorinated 
      compounds.  Hazardous Decomposition Products:  CO and CO2 upon incomplete 
      combustion.  Hazardous polymerization:  Will not occur. 
 
7.   Spills or Leaks:  Steps to be taken in case material is released or spilled: Eliminate 
      sources of ignition.  Prevent additional discharge of material, if possible to do so  
      without hazard.  For small spills implement cleanup procedures and if in public 
      area, keep public away and advise authorities.  Also, if this product is subject to 
      Cedrcla reporting, notify the National Response Center.  Vapors/dust can be  
      harmful/fatal.  Warn occupants of downwind areas.  Prevent liquid from entering 
      sewers, watercourses, or low areas.  Contain spilled liquid with sand or earth.  Do 
      not use combustible materials such as sawdust.  Recover by pumping (use explosion 
      proof or hand pump)  or with suitable absorbent.  Reportable Quantity:  5,000  
      pounds.  If the reportable quantity of this product is accidentally spilled, the         
      incident is subject to the provisions of Cedrcla and must be reported to the  
      National Response Center by calling (800) 424-8820.  Waste Disposal Method: 
      Consult an expert on disposal of recovered material and ensure conformity to  
      local regulations. 
 
8.   Personal Protection:  Eyes:               Safety glasses or goggles. 
                                           Skin:                Protective gloves. 
          Ventilation:     Adequate to avoid exceeding TLV 
 
9.   Storage and Handling Procedures:  Storage:  Store below 120°F in a tightly closed 
       container away from oxidizing materials and sources of ignition. 
       Handling:  Keep away from flame.  Avoid prolonged breathing of vapors.  Avoid 
       Skin or eye contact. 
 
 
       While the information set forth herein is believed to be accurate as of the date hereof, the Company makes no       
       warranty or guarantee, express or implied and disclaims all liability arising out of the use of this information.      
       As of October 2, 2003. 


